—
— . |

]

1) \

A A
B
ALD

Iat

I 4§ ! [\l

??”

U —

|
Latrine/ |
latrine :

|

‘ ‘ Wehrgeschoss/
defence storey

r

_______

lhr Standort
You are here k

Wehrgeschoss

Eine erneute Aufstockung brachte um 1390-1400
ein Wehrgeschoss auf feuerfester Wehrplattform
(Schutz gegen die geflrchteten Brandpfeile).
Diese war aus dicht nebeneinander gelegten
Balken gebildet, auf denen Bodenbretter und in
Kalkmortel gelegte Steinplatten zu denken sind.
Daruber lag—hinter dem Zinnenkranz gut versteckt
—ein nach Westen entwasserndes Satteldach.
Auf jede Seite flhrte eine Rundbogentlire auf
einen holzernen Wehrerker, ein auf Kragbalken
ruhender Blockbau unter einem Satteldachlein.
Im sudlichen und westlichen Erker befinden sich
Lichternischen: Beweis daflr, dass hier bisweilen
auch des Nachts Wache gehalten wurde. Etwas
anders war der westliche Erker ausgebildet, wo
ein zweiter rechteckiger Ausgang auf eine Latrine
fUhrte. Eine Reparatur der Erker ist um 1430 nach-
gewiesen. Die grosse Nische auf der Nordseite
des Geschosses diente wohl als Waffenschrank.
Der Raum selber war mit drei Schlitzfenstern
belichtet. Im Mittelalter mUssen wir uns anstelle
der heutigen vier lediglich drei Zinnen pro Seite
vorstellen; die heutigen entstanden 1915/16.

Defence storey

A new addition in ca. 1390-1400 brought a defence
storey on a fireproof defence platform (protection
against dreaded fire arrows). This was constructed
of beams laid tightly one against the other, on top
of which floorboards and stone slabs set in lime
mortar are thought to have been placed. Over it
— well hidden behind the battlements —was a west-
draining saddle roof. On each side, a round-arched
door led to a wooden defence oriel, a cantilevered
log construction under a small saddle roof. In the
south and west-facing oriels are recesses for
lights, evidence that here, at times, watch was
also kept during the night. The west-facing oriel,
where a second rectangular exit led to a latrine,
was arranged somewhat differently. There is proof
of repair to the oriels in ca. 1430. The large recess
on the north side of the storey probably served
as a weapons locker. The room itself was lit by
three slit windows. One has to imagine that, in the
Middle Ages, there were three merlons per side,
as opposed to the present four, which were built
in 1915/16.

A
% Archéologischer Dienst des Kantons Bern

Service archéologique du canton de Berne

s © ADB, D. Gutscher, M. Mdiller, M. Stéckli  Mai 2005



